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Case Studies Technology

The Inspire 3D Printers work flow is based on MEM ( Melt Extrusion Modeling )
method . Layers of melted ABS are used to form the physical Model.
4—1—» The result is a highly accurate and quality protoype or product.
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INSPIRE

FDM /MEM-Technology

Industrial Design, Animation
Medical Field, Education
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Architectural Design

Specification: D255 D290 200 1250

0.15mm 0.10mm 0.15mm 0.15mm

0.175 - 0.40 mm 0.15-0.40mm 0.20 - 0.35mm 0.20 - 0.35mm
+/-0.2mm/100mm +/-0.2mm/100mm - +/- 0.2mmm/100mm +/- 0.2mm/100mm
5-60qcm/h 5-60qcm/h E gn 5-60qcm/h 5-60qcm/h
255x255x310mm 255x290x320mm =5 150x200x200mm 150x200x250mm

Double nozzle head Double nozzle head ~ C Double nozzle head Double nozzle head

ABS B501 ABS B501 =5 ABS B501 ABS B501

ABS S301 ABS S301 E 2 ABS S301 ABS S301
DETTEE] Model Wizard Model Wizard Model Wizard Model Wizard

Windows 7 / Vista / XP Windows 7 / Vista / XP Windows 7 / Vista / XP Windows 7 / Vista / XP
220~240V, 10A. Standard grounding ~ 220~240V, 10A. Standard grounding 220-240V, 10A, Standard grounding 220-240V, 10A, Standard grounding
712mm x 840mm x 1600mm 712mm x 840mm x 1600mm 660mm x 630mm x 960mm 730mm x 760 x 1200mm
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